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SYMBOLS LEGEND

————— SEALANT REPLACEMENT DETAIL REFERENCE

A DIRECTIONAL PHOTO
@ REFERENCE-SEE NUMBER @ KEY NOTE
BELOW EACH PHOTO
@ WINDOW TYPE. SEE SHEET AS-890. EXISTING COLUMN LINE

GENERAL NOTES

A

B.

REFER TO $YMBOLS LEGEND, GENERAL NOTES, KEYNOTES AND DRAWINGS FOR EXTENT OF
WORK.

VERIFT ALL DIMENSIONS AND CONDITIONS AT JOB SITE. PORTIONS OF EXISTING
CONSTRUCTION MAY HAVE BEEN MODIFIED BY OANER.

MAINTAIN CONTINUOUS UTILITY SERVICE TO ALL SPACES IN THE BUILDING NOT AFFECTED BY
THIS WORK. COORDINATE WITH COTR ANY DISRUPTION IN SERVICES REQUIRED TO PERFORM
WORK OR TO MODIFY EXISTING PIPING, DUCTWORK OR ANY ASSOCIATED EQUIPMENT.

ANT ADJACENT WORK DAMAGED DURING SEALANT OR MORTAR REMOVAL SHALL BE
REMOVED COMPLETELY AND NEW MATERIALS INSTALLED AT NO COST TO THE OWNER.

CLEAN ALL SURFACES OF MASONRY WALLS AND STONE UNITS TO PROVIDE A UNIFORM
CLEAN APPEARANCE.

THE ELEVATIONS AND PHOTOGRAPHS IN THESE DOCUMENTS ILLUSTRATE THE EXISTING
CONDITIONS OF THE BUILDING EXTERIOR. THE NOTATIONS DO NOT LIMIT THE AREA OF WORK
TO COMPLETE THE MASONRY AND STONE CLEANING, TUCKPOINTING OR REPAIR WORK.

KEYNOTES
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REMOVYE STAINS. CLEAN STONE UNITS, MASONRY UNITS AND MORTAR.
RE-POINT MORTAR JOINTS. REMOVE LOOSE MORTAR JOINTS.
SEAL PENETRATIONS AND OPENINGS AT EXTERIOR WALL.

REPLACE DAMAGED/MISSING BRICKS, CLEAN SURFACE, AND TUCKPOINT ADJACENT MORTAR
JOINTS.

CLEAN AND PREP RUSTED STEEL LINTEL / METAL CLADDING. PAINT LINTEL TO MATCH
BRICK. PAINT METAL CLADDING TO MATCH EXISTING.

INSPECT AREA. TUCKPOINT MORTAR JOINTS WHERE REQUIRED.
REBUILD CORNER AND PROVIDE NEW BRICK EXPANSION JOINT (BEJ).
ADD NEW DOWNSPOUT TO MATCH EXISTING DOWNSFPOUT.

REMOVE PEELING PAINT. CLEAN AND PREP ALL WOOD AREAS, INCLUDING SOFFITS.
REPLACE ANY DETERIORATING WOOD AND REFLACE TO MATCH EXISTING. PRIME AND
PAINT HOOD SURFACES TO MATCH EXISTING.

REMOVE PEELING PAINT. CLEAN AND PREP METAL ITEMS INCLUDING METAL FACIA, STEEL
RAILINGS, BEAMS, POSTS AND COLUMNS. PRIME AND PAINT TO MATCH EXISTING.

REPAIR SPALLING CONCRETE AT STOOP.

REMOVE VEGETATION GROWTH AND DEBRIS FROM BRICKS AND OTHER BLDG COMPONENTS.
CLEAN BRICKS AND MORTAR.

REPAIR OR REFPLACE DAMAGED CONCRETE UNITS TO MATCH EXISTING. CLEAN AND
REMOVE STAINS.

REFPLACE BRICK EXPANSION JOINT SEALANT: REMOVE EXISTING SEALANT, CLEAN AND
PREP JOINT, PROVIDE NEW BACKER ROD AND SEALANT.

REINSTALL AND SECURE LOOSE LIGHTNING PROTECTION CABLE.

REMOVE AND REPLACE SEALANT JOINT. CLEAN MASONRY UNITS.

REPAIR AND REPLACE DAMAGED ROOFING MATERIAL AND FLASHING.
PROVIDE MISSING DOWNSPOUT. REFPAIR AND CONNECT TO SCUPPER.
REPLACE DAMAGED/MISSING COPING AND FLASHING TO MATCH EXISTING.
REPLACE DAMAGED PLASTER / GYP. BD. SOFFIT. PATCH HOLES AND PAINT TO MATCH EXISTING.
REPLACE DAMAGED WINDOW SCREEN.

REMOVE EXISTING STORM SEWER SLEEVE AND CAP AS NECESSARY.
PROVIDE AND INSTALL NEW GUTTER.

NEW RELIEF SCUPPER.

NEW LOUVER. REFER TO HVAC DRAWINGS.
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